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CVR8- 8" LED COMMERCIAL RETROFIT

CVR8 -  8" LED Commercial Retrofit 

DIMENSIONS

Input Voltage    
 Frequency   
 Operation temp

   120V / 277V 
  50 / 60Hz

-30℃~ 40℃ (-22℉~ 104℉)

40 
48 
52 

40W 3030lm  
48W 3560lm 
52W          3630lm   

27   2700K

40   4000K
50   5000K

HZ  Satin Haze
WH White

WATTAGESERIES CCT FINISH
CVR8  8" Smooth Baffle Commercial 

30   3000K

OPTIONS
EM  Emergency back-up

PRODUCT SPECIFICATIONS
L E D d r i v e r a c c o mm o d a t e s 1 2 0 V - 2 7 7 V i n p u t s with 0-10V  
dimming standard.

Available CCT: 2700K, 3000K, 4000K, 5000K 

CRI ≥ 80  or ≥ 90

L o n g L i f e L E D c h i p s g u a r a n t e e d u p t o 5 0 , 0 0 0 h o u r s .

WARRAN T Y  G u a r a n t e e d f i v e y e a r s f r o m t h e p u r c h a s e 
d a t e o f t h e p r o d u c t s , a g a i n s t m e c h a n i c a l d e f e c t s i n 
m a n u f a c t u r i n g .

L I S T I NGS
c U L u s L i s t e d
E n e r g y s t a r q u a l i f i e d
T i t l e 2 4 c o m p l i a n t 
We t l o c a t i o n s ( N o t s u i t a b l e f o r c o a s t a l / s a l t w a t e r a r e a )  
D a m p l o c a t i o n s
R o H S c o m p l i a n c e s
T e s t e d i n a c c o r d a n c e w i t h I E S N A L M 7 9 & L M 8 0

P E R F O R M A N C E D A T A

CVR8

PRODUCT DESCRIPTION

Rouge Lighting Plus CVR8 LED Luminaires are part of the LED Commercial Down Light, offering fully 
coordinated family of commercial-grade quality luminaires. These retrofit kits convert nearly any existing 8-inch 
incandescent, HID or CFL. Recessed fixtures to the latest and most advanced LED technology. Rouge Lighting 
retrofit LEDs offer substantial energy savings, and with an expected service of 50,000 hours, they help reduce 
operating costs by providing over 10 years of maintenance-free service in typical commercial applications. 
CVR8 Installs from below ceiling, retrofit housing is secured in place by 3 tension clips. Conduit quick-connect 
connectors facilitate installation.  Consistent fixture-to-fixture color temperature within 3 MacAdam  Ellipses. 
Integral heat sink conducts heat away from LED Light engine.  Driver is accessible from below the ceiling and 
can be upgraded to accommodate future technology improvements.

CRI
8 80CRI
9 90CRI

8 ¾"

6 ⅞"
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