
CATALOG #

PROJECT NAME TYPE

SPECIFICATIONS

• 4W Per Ft
• 150 Lumen Per Ft
• 176 LED Per Ft
• 120° Beam Angle fully Dimmable with proper
Transformer/ Controller.

LFX5COB4-RGB & LFX6COB4W-RGB- 4W/FT FLEXIABLE TAPE NO SHADOW

LFX5COB4-RGB   
 

all LED decorations  with no shadow  a 
maximum of 150lm  RGB .
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39 5 
 39.37 .

 Run Length: 16.4ft 
 

 
 90  

50,000hrs

ORDERING INFORMATION
SIZESIZE OF 

PCB
INSTALL
ACCS.

COB -
COB LED

LED CHIP

blank -
Indoor IP20 

APPLICATION

4 - 4W

(150lm/ft)

WATTAGE COLOR
TEMP 

LUMINAIRE

LFX-   

CRI

90CRI

VOLTAGE

blank -
flexible LED
tape

16- 
16.4ft

5 -   10mm 24 -   24V

W -
Outdoor IP65 

IP20

RGB -   
Red/Green
Blue

6 -   12mm1

1- For outdoor IP65 tape choose PCB size 6 (12mm).

IP65
0.47"



Product Parameters:
Parameter Mark Rated Value Unit

Forward Voltage DC VF 24VDC V

Forward Current IF 1200 mA/M

Power PD 14 W

LED LED 576LED /M

Wave Length Φ Green:523nm Red:620nm
Blue:456nm nm

PCB Width W IP20:10mm     IP65:12mm mm

Copper Thickness T 2 OZ

Min. Elment Size L 50 mm

Min.Buckling Radius R ≥50 Mm

Angle 2θ1/2 120 °

IP Grade IP
IP20 non waterproof
IP65 silicon tube

IP68 silicon tube+ inject silicon glue
/

Color CCT RGB /

Static Electricity ESD 800 V

CRI RA 90+ /

Working Hour WH 50000 H

Working Temp Topr -20∽+40 ℃

Working Humidity RH 90 %

Storage Temp. Tstg -40∽+80 ℃
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